
SteelBlue Building Components is a leading manufacturer of roll-up doors and hallway systems with deep 
expertise in the self-storage industry. Based in Pittsburgh, PA with manufacturing operations in Georgetown, 
KY, we combine innovative engineering with proven reliability to deliver solutions that protect people’s 
belongings while maximizing your facility’s operational efficiency.

We specialize in complete self-storage building systems that include:

For detailed product specifications and technical data, see the following page.

With decades of combined experience and deep roots in the self-storage industry, we understand the 
evolving requirements of modern facilities. While self-storage remains our primary focus, our proven 
solutions also serve warehouses, metal buildings, carports, and other commercial buildings. Our 
products are engineered to withstand daily use while requiring minimal maintenance, helping you reduce 
operational costs and maximize performance. 

When installed by approved SteelBlue Construction team, labor is backed by a 3-year warranty, and all 
applied materials are backed by a 5-year warranty. 

Who

What

Roll-Up Doors

Hallway Systems Installation Services

Why

We Are

We Do

Choose SteelBlue

Building Tomorrow, Today

From our storage unit roll-up door, the 9530 
Series, to our heavy duty commercial door, 
the 1270 Series, our doors feature industry-
leading durability, smooth operation, and 
lasting performance

Comprehensive wall and header systems 
available in flush or corrugated profiles to 
create finished, professional interior spaces

Professional installation by trained technicians 
across all regions to ensure optimal 
performance and warranty compliance

Ongoing Support
Our team is always available to answer 
questions, provide replacement parts, and 
stand behind our products with prompt 
warranty service when needed



Product
Specifications & Resources

Roll-Up Door Series

Building Systems

Additional Resources

9530 Series - Storage Unit Door

Hallway Systems

Hardware & Finishes

Questions?
Contact our team at:

 (412) 857-3496 www.steelbluebc.com

Warranty Information

Swing & Locker Doors

9570-LA Series - Wind Load 
Rated Door

1270 Series - Heavy Duty 
Commercial DoorOur most popular storage unit door, 

designed for storage applications up to 
10’ x 10’. Features easy tensioning, quiet 
operation, and industry-standard seamed 
panel construction.

Complete wall and header systems available in flush or corrugated 
profiles. Create professional, finished interior spaces with customizable 
options including burglar bars, corner guards, and kick plates.

Space efficient door solutions for smaller openings and mechanical 
rooms. Available in flush profiles and stackable locker configurations.

Enhanced storage door engineered for 
demanding applications and higher wind 
zones up to 10’ x 10’. Features 14-gauge 
galvanized guides, integrated weight bar 
system, and wind load ratings from +31.1/-
35.3 PSF to +16.7/-19.0 PSF depending on 
door width.

Our largest door solution for openings up 
to 14’ x 14’. Built with Grade 80 steel and 
commercial-grade components. Perfect 
for boats, RVs, marinas, warehouses, and 
other commercial applications.

View 9530 Series Data Sheet

View Hallway Systems Data Sheet

Fire Extinguisher Cabinet Options

Warranty Letter

Latch Options Data Sheet

Color Chart

View Swing & Locker Doors Data Sheet

View 9570-LA Series Data Sheet View 1270 Series Data Sheet

Request a Quote






Data Sheet


Latch
Data Sheet


Chateau C-487B-4SS-BK-SGL  Stainless Steel


Chateau C-487B-4CH-BK-SGL  Chrome


SBBC-LATCH-NC-4SS  Stainless Steel


C-DL-APX  Stainless Steel PTI ProEdge Smart Lock  Stainless Steel


Chateau C-487B-BK-SGL  Yellow Zinc E-coat Finish


Combo Latch  Stainless Steel or Zinc Plated


Chateau C-DL-1  Zinc Plated E-coat Finish


Latch Selection:


6600 Steubenville Pike
One Robinson Plaza – Suite 240
Pittsburgh, PA 15205 (Headquarters)


Phone 412-857-3496
www.steelbluebc.com


109 Triport Rd.
Georgetown, KY 40324
(Manufacturing)








Data Sheet


SteelBlue’s swing and locker doors are an excellent option for smaller spaces in a facility. A swing door has hinges 


that allow the door to swing outward.  


You can also get swing and locker doors in a flush profile, and they are typically used for mechanical rooms or 


storage closets for facility owners.


Swing and Locker Door
Data Sheet


Swing and Locker Doors


6600 Steubenville Pike
One Robinson Plaza – Suite 240
Pittsburgh, PA 15205 (Headquarters)


Phone 412-857-3496
www.steelbluebc.com


109 Triport Rd.
Georgetown, KY 40324
(Manufacturing)







Data Sheet


Locker Units


6600 Steubenville Pike
One Robinson Plaza – Suite 240
Pittsburgh, PA 15205 (Headquarters)


Phone 412-857-3496
www.steelbluebc.com


109 Triport Rd.
Georgetown, KY 40324
(Manufacturing)


Corrugated


Flush


Swing and Locker Door


Features


Gauges


Features


Gauges


Color Options*


Gauges


Measurements


Features


Measurements


Measurements


•	 Match current door profile
•	 Factory installed 4-bolt latch of 


your choice
•	 Interior use only; ADA compliant


•	 20-gauge channel X-bracing
•	 20-gauge hemmed stiles


•	 Seamless flush design
•	 Channel style stiffeners
•	 Interior use only; ADA Compliant


•	 20-gauge corrugated doors
•	 20-gauge Galvalume® support angles


•	 Available in 24 colors*
•	 Siliconized Polyester WeatherXL paint over prime coat


•	 Color options subject to availability and varying lead times.


•	 20-gauge flat sheet for door face


•	 Width: 2’6” min.; 3’6” max.


•	 1” locker floor in 18-gauge Galvalume 9.5” planks


•	 For smaller 5’ x 5’ units in both double and triple stack configurations


•	 Height: 2’ min.; 7’4” max.


•	 Width: 1’8” min.; 3’2” max.


•	 (2) or (3) Chrome Plated hinges 
(dependent on size)


•	 Frame and Securawall hall 
partition fills a 5’-wide unit


•	 26-gauge door


•	 (2) or (3) Chrome Plated hinges 
(dependent on size)


•	 Height: 20.75” min.; 7’4” max.


Data Sheet








Dale Hall
Regional Sales Manager, Ohio Valley
M: 502.658.7038 | E: Dale.hall@steelbluebc.com


Craig Eisenbrandt
Regional Sales Manager, Central
M: 412.491.8626 | E: Craig.eisenbrandt@steelbluebc.com


Steve Thorley
Regional Sales Manager, Northeast
M: 484.437.3978 | E: Steve.thorley@steelbluebc.com


Tony Domicolo
Regional Sales Manager, Southeast & Southwest
M: 919.841.3297 | E: Tony.domicolo@steelbluebc.com


Trace Oswald
National Business Development Manager
M: 713.922.0653 | E: Trace.oswald@steelbluebc.com


SteelBlue Roll-Up Door Maintenance & Warranty Information


All SteelBlue doors are backed by a 3-year warranty on 
installation and a 5-year warranty on materials. In addition, the 
paint includes a 35-year no-fade and 40-year film integrity*.


*Polar White and High Gloss White do not have a chalk and fade 
warranty.
If assistance is needed in finding a trained roll-up door technician or if you have any 
warranty questions, please feel free to contact us, and we will be happy to assist you.


Warranty Information


In order to promote longevity of your SteelBlue roll-up doors, it is recommended that the following 
maintenance procedures be performed approximately one to two times per year. Additionally, it is 
advised to follow the installation instructions for the exact placement of these components needing 
service.


Springs – Periodic adjustments to the spring tension 
may be necessary.  A light coat of lithium-based 
grease should be applied to the spring to reduce 
friction and prevent rust. 


Astragal – Periodically clean any dirt off the length 
of the astragal. 


Bearings – Periodically spray lithium-based grease to 
the bearing surface to maintain smooth operation. 


Guide Strips – Periodically clean any dirt or debris 
from the guide wear strips to maintain smooth 
operation.  A greaseless lubricant, such as silicone 
spray, may be used.


Sales Territories


SteelBlue Building Components door 
installation & maintenance must be performed 
by trained rolling door technicians qualified to 
perform the tasks safely with proper knowledge, 
tools, safety, and installation equipment.
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